
NYKY-J 0,6/1kV with lead sheath, VDE approved

AWG-No.Weight
ca. kg / km

Lead
weight
kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

16650,0464,058,014,5re4 x 1,532653
16650,0464,072,015,3re / 1,54 x 1,532687
14760,0530,096,015,5re4 x 2,532654
12960,0605,0154,017,5re4 x 432655
101100,0665,0230,018,5re4 x 632656

81400,0750,0384,021,3re4 x 1032657
61910,0975,0614,024,2re4 x 1632658
42750,01290,0960,028,5rm4 x 2532659
23630,01340,01344,030,5rm4 x 3532660
14580,01680,01920,033,3sm4 x 5032661

2/05340,02020,02688,037,5sm4 x 7032662
3/07120,02440,03648,042,3sm4 x 9532663

.
16710,0505,072,015,3re5 x 1,532664
16780,0505,086,016,4re / 1,55 x 1,532688
14910,0580,0120,017,2re5 x 2,532665
121090,0665,0192,019,4re5 x 432666
101270,0730,0288,020,2re5 x 632667

81700,0930,0480,022,8re5 x 1032668
62231,01070,0768,026,4re5 x 1632669

.
16810,0545,0101,017,2re7 x 1,532670
16970,0545,0115,017,2re / 1,57 x 1,532689
141070,0625,0168,018,0re7 x 2,532678

.
16918,0680,0144,021,3re10 x 1,532671
141330,0865,0240,022,4re10 x 2,532679

.
16988,0710,0173,021,3re12 x 1,532672
141440,0940,0288,023,2re12 x 2,532680

.
161100,0735,0202,021,3re14 x 1,532673
141530,0980,0336,024,5re14 x 2,532681

.
161440,0900,0274,023,0re19 x 1,532674
141680,01170,0456,026,0re19 x 2,532682

.
161610,01170,0346,027,3re24 x 1,532675
142160,01370,0576,031,0re24 x 2,532683

.
161830,01240,0432,028,2re30 x 1,532676
142530,01550,0720,032,3re30 x 2,532684

.
162300,01390,0576,031,4re40 x 1,532677
143310,01770,0960,036,4re40 x 2,532685

Dimensions and specifications may be changed without prior notice.

N 15


