
H07 RN8-F rubber-sheathed cable, harmonized type

AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.AWG-No.Weight
ca. kg / km

Cop.
weight
kg / km

Outer ø
ca. mm

No.cores x
cross-sec.
mm²

Part No.

4175,048,010,2 - 13,15 G 13735417150,038,09,2 - 11,94 G 137330
16200,058,010,2 - 13,14 G 1,537331 16240,072,011,2 - 14,45 G 1,537347

14345,0120,013,3 - 17,05 G 2,53734814290,096,012,1 - 15,54 G 2,537332
12395,0154,014,0 - 17,94 G 437333 12485,0192,015,6 - 19,95 G 437349

10650,0288,017,5 - 22,25 G 63735010540,0230,015,7 - 20,04 G 637334
8950,0384,020,9 - 26,54 G 1037335 81200,0480,022,9 - 29,15 G 1037351

61550,0768,026,4 - 33,35 G 163735261260,0614,023,8 - 30,14 G 1637336
41860,0960,028,9 - 36,64 G 2537337 42250,01200,032,0 - 40,45 G 2537353

.22380,01344,032,5 - 41,14 G 3537338
13190,01920,037,7 - 47,54 G 5037339 4171,087,013,4 - 17,26 G 1,537355

4279,0144,015,7 - 20,06 G 2,5373562/04260,02688,042,7 - 54,04 G 7037340
3/05600,03648,048,4 - 61,04 G 9537341 .

4340,0173,017,6 - 22,412 G 1,5373574/06830,04608,053,0 - 66,04 G 12037342
300 kcmil8320,05760,058,0 - 73,04 G 15037343 4571,0288,020,6 - 26,212 G 2,537358
350 kcmil9800,07104,064,0 - 80,04 G 18537344
500 kcmil12100,09216,072,0 - 91,04 G 24037345
600 kcmil15200,011520,080,0 - 101,04 G 30037346

.

Dimensions and specifications may be changed without prior notice.
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