
PUR elektronic spiral cables screened 

NoteCable constructionTechnical data
● AWG sizes are approximate equivalent

values. The actual cross-section is in mm².
●● Bare copper, fine wire conductor to

VDE 0295 cl. 6 and IEC 60228 cl. 6
Temperature range
-25°C to +70°C

● TPE-E core insulation ● On request closed spiral lengths up to max.
5000 mm possible.

● Nominal voltage
300 V (up to 0,14 mm²)
500 V (from 0,25 mm²)

● Core identification to DIN 47100
● Cores stranded in layers

● Test voltage 2000 V ● Overall screening
● Expansion ratio 1:4

straight ends 200/200
● PUR sheath
● Colour black

Application
● Control technology use

AWG-No.Cop. Weight
kg / 1000 pcs.

Spiral-
outer ø
approx. mm

Cable ø
ca. mm

Spiral length
unexpanded
(WL in mm)

cross-sec.
mm²

Part No.
black

2630,613,63,83002 x 0,1485900
2639,613,63,84002 x 0,1485901
2648,613,63,85002 x 0,1485902
2693,613,63,810002 x 0,1485905
2644,215,24,13003 x 0,14600154
2655,815,24,14003 x 0,14600155
2667,515,24,15003 x 0,14600156
26135,015,24,110003 x 0,14600157
2647,616,24,63004 x 0,1485916
2661,616,24,64004 x 0,1485917
2675,616,24,65004 x 0,1485918
26145,616,24,610004 x 0,1485921
2654,417,24,63005 x 0,1485924
2670,417,24,64005 x 0,1485925
2686,417,24,65005 x 0,1485926
26166,417,24,610005 x 0,1485929
2664,619,45,23006 x 0,1485932
2683,619,45,24006 x 0,1485933
26102,619,45,25006 x 0,1485934
26197,619,45,210006 x 0,1485937
2668,020,05,53007 x 0,1485940
2688,020,05,54007 x 0,1485941
26108,020,05,55007 x 0,1485942
26208,020,05,510007 x 0,1485945
2674,820,25,63008 x 0,1485948
2696,820,25,64008 x 0,1485949
26118,820,25,65008 x 0,1485950
26228,820,25,610008 x 0,1485953
2451,016,04,53002 x 0,2585980
2466,016,04,54002 x 0,2585981
2481,016,04,55002 x 0,2585982
24156,016,04,510002 x 0,2585985
2474,818,05,03004 x 0,2585988
2496,818,05,04004 x 0,2585989
24118,818,05,05004 x 0,2585990
24228,818,05,010004 x 0,2585993
2485,019,85,43005 x 0,2585996
24110,019,85,44005 x 0,2585997
24135,019,85,45005 x 0,2585998
24260,019,85,410005 x 0,2586001

Continuation ▶Dimensions and specifications may be changed without prior notice.
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