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Technical data Cable construction Note

o Temperature range e Plain copper conductor, fine wire stranded e AWG sizes are approximate equivalent
-25°C to +70°C e EPDM core insulation values. The actual cross-section is in mm2,

o Nominal voltage e VDE-approved cable e Onrequest closed spiral lengths up to max.
HO5BQ-F 300/500 V (up to 1 mm?2) e PUR outer sheath 5000 mm possible.
HO7BQ-F 450/750 V (from 1,5 mm?2) e Sheath colour orange

e Test voltage 2000/2500 V
o Expansion ratio 1:4
straight ends 2007200

Application

e Machine Construction
e Electrical Tools

e Building Industry

e Handling Equipmen
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85221 2x0,75 300 6,5 23,0 59,0 18

85226 2x0,75 1000 6,5 23,0 149,8 18

85236 2x0,75 3000 6,5 23,0 4378 18

85240 3x0,75 500 71 25,2 116,7 18

85246 3x0,75 1500 71 25,2 332,6 18

85255 4x0,75 300 79 28,8 98,6 18

85260 4x0,75 1000 79 28,8 301,6 18

85270 4x0,75 3000 79 28,8 881,6 18

85274 5x0,75 500 8,6 31,2 1944 18

85280 5x0,75 1500 8,6 31,2 5544 18

85289 2x1,0 300 6,8 24,6 65,3 17

85294 2x1,0 1000 6,8 24,6 199,7 17

85304 2x1,0 3000 6,8 24,6 583,7 17

85308 3x1,0 500 7,2 26,4 156,6 17

85314 3x1,0 1500 7,2 26,4 446,6 17

85323 4x1,0 300 7,8 28,6 130,6 17

85328 4x1,0 1000 7,8 28,6 3994 17

85338 4x1,0 3000 7,8 28,6 1167,4 17

85342 5x1,0 500 9,0 32,0 2592 17

85348 5x1,0 1500 9,0 32,0 7392 17

Dimensions and specifications may be changed without prior notice. Continuation »
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