
PVC spiral cables 

NoteCable constructionTechnical data
● AWG sizes are approximate equivalent

values. The actual cross-section is in mm².
●● Bare copper, fine wire conductors to

VDE 0295 cl. 5
Temperature range
-5°C to +70°C

● PVC core insulation ● On request closed spiral lengths up to max.
5000 mm possible.

● Nominal voltage
H03VV-F 300/300 V (up to 1 mm²)
H05VV-F 450/700 V (from 1,5 mm²)

● Cores stranded
● Cores colour coded to VDE 0293

● Test voltage 2000 V ● PVC outer sheath
● Expansion ratio 1:3

straight ends 200/200

Application
● Lighting industry
● Data installations
● Shops

AWG-No.Cop. Weight
kg / 1000 pcs.

Spiral-
outer ø
approx. mm

Cable ø
ca. mm

Spiral length
unexpanded
(WL in mm)

cross-sec.
mm²

Part No.
whiteblack

1834,621,46,22002 x 0,758470084500
1863,421,46,24002 x 0,758470284502
1892,221,46,26002 x 0,758470484504
18121,021,46,28002 x 0,758470684506
18149,821,46,210002 x 0,758470884508
18178,621,46,212002 x 0,758470984509
18207,421,46,214002 x 0,758471084510
1851,922,26,62003 x 0,758471784517
1895,122,26,64003 x 0,758471984519
18138,322,26,66003 x 0,758472184521
18181,522,26,68003 x 0,758472384523
18224,722,26,610003 x 0,758472584525
18267,822,26,612003 x 0,758472684526
18311,122,26,614003 x 0,758472784527
1743,222,26,62002 x 1,08473484534
1765,322,26,64002 x 1,08473684536
17122,822,26,66002 x 1,08473884538
17161,322,26,68002 x 1,08474084540
17199,722,26,610002 x 1,08474284542
17238,122,26,612002 x 1,08474384543
17276,522,26,614002 x 1,08474484544
1669,626,47,72002 x 1,58478584585
16127,026,47,74002 x 1,58478784587
16185,626,47,76002 x 1,58478984589
16243,626,47,78002 x 1,58479184591
16301,626,47,710002 x 1,58479384593
16359,626,47,712002 x 1,58479484594
16417,626,47,714002 x 1,58479584595
16103,229,08,52003 x 1,58480284602
16189,229,08,54003 x 1,58480484604
16275,229,08,56003 x 1,58480684606
16361,229,08,58003 x 1,58480884608
16447,229,08,510003 x 1,58481084610
16533,229,08,512003 x 1,58481184611
16619,229,08,514003 x 1,58481284612

Dimensions and specifications may be changed without prior notice.
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