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Device Net MIN Cables

%, Single & Double Ended Cables
Trunk Cable - (Thick Cable)
Face View # of Wire AWG . . Male - Female
of Male Poles Color Code Rating Length | Female Straight Male Straight Extension
3 ﬁgg ((\'/DS“”) 5g1g | IM [MINDTSFPAM [ MINDTSMP-M | MINDTSMFP-LM
@~ ® 3-Black (V-) 300V 2M | MINDT-5FP-2M MINDT-5MP-2M MINDT-5MFP-2M
e @ 4-White (CAN_H) 8A 5M | MINDT-5FP-5M MINDT-5MP-5M MINDT-5MFP-5M
- 10M | MINDT-5FP-10M MINDT-5MP-10M MINDT-5MFP-10M
5-Blue (CAN_L)
Drop Cable - (Thin Cable)
Face View # of Wire AWG . . Male - Female
of Male Poles Color Code Rating Length | Female Straight Male Straight Extension
1-Bare (Drain) 1M | MINDD-5FP-1IM MINDD-5MP-1M MINDD-5MFP-1M
©) 2-Red (V+) 22 & 24 2 M | MINDD-5FP-2M MINDD-5MP-2M MINDD-5MFP-2M
@ ® 5 3-Black (V-) 300V 4 M | MINDD-5FP-4M MINDD-5MP-4M MINDD-5MFP-4M
& @ 4-White (CAN_H) 4A 5M | MINDD-5FP-5M MINDD-5MP-5M MINDD-5MFP-5M
5-Blue (CAN_L) 10 M | MINDD-5FP-10M MINDD-5MP-10M | MINDD-5MFP-10M

Right Angle Versions are available, please consult the factory.

Straight Male Plug

]
}

UL
UL

2.3

Trunk Cable Specifications:

Body:
Contacts:
Coupling Nut:
Cable:

Temperature:
Protection:

202

Oil Resistant

Y

Yellow PVC

Copper Alloy with Gold Plating
Clear Anodized Aluminum
Oil Resistant Gray PVC Jacket,
Rated at 150V, 80°C,
15 AWG Tinned Copper Power Pair
18 AWG Tinned Copper Data Pair

-40°C to + 80°C (-40°F to +176°F)

IP 67

Mencom Corporation

]

Straight Female Plug

1.0

UL
il

c.0

Drop Cable Specifications:

Body:
Contacts:
Coupling Nut:
Cable:

Temperature:
Protection:

Oil Resistant Yellow PVC
Copper Alloy with Gold Plating
Clear Anodized Aluminum

Oil Resistant Gray PVC Jacket,
Rated at 150V, 80°C,

22 AWG Tinned Copper Power Pair
24 AWG Tinned Copper Data Pair

TEL: 770-534-4585  www.mencom.com

-40°C 0 + 80°C (-40°F to +176°F)
IP 67




Device Net MIN Receptacles s =

Trunk Cable «+ Drop Cable <+ Male & Female \ -

. MIN-Series Part Numbers
FaieMV:ew If ?f Color Code XV\;\Z Length
orMale oles Female Straight Male Straight Figure
1-Gray (Drain)
® 2-Red (V+) 16 MIN-5FR-1-DN MIN-5MR-1-DN -
© © 5 3-Black (V) 18 1FT | MIN-5FR-1-18-DN MIN-5MR-1-18-DN Figure A 2
®© O 4-White (CAN_H) 22 MIN-5FR-1-22-DN MIN-5MR-1-22-DN o
5-Blue (CAN_L) o
>
Trunk Cable - (Thick Cable) )
1-Gray (Drain)
»%e 5 g:g;ik(\{\?) 15&18 | 1M | MINDT5FR-IM MINDT-5MR-1M Figure B
6 O 4-White (CAN_H) AWG 2M MINDT-5FR-2M MINDT-5MR-2M
5-Blue (CAN_L)
Drop Cable - (Thin Cable)
1-Gray (Drain)
2% 5 g:g;ik(v&?) 22&24] 1M | MINDD-5FR-IM MINDD-5MR-1M Figure B
e @ 4-White (CAN_H) AWG 2M MINDD-5FR-2M MINDD-5MR-2M
5-Blue (CAN_L)

Metric and PG threads are available, please consult the factory.

MALE RECEPTACLES
MALE RECEPTACLES (TRUNK & DROP CABLES)

= |
7/8 — 16 0.58" 7/8 ~ W6/‘% 0.58"
17 HEX/& L 5 # 1" HEX %
0.42" Iy
1/2 — 14 NPT : 1/2 — 14 NPT

% 127 STD. == x METERS

Figure A Figure B

Specifications:
Shell: Clear Anodized Aluminum
Insulator: 105°C, Oil Resistant Yellow PVC
Wire: 16 AWG: UL Style 1015, 600V

18 & 22 AWG: UL Style 1007/1569, 300V
Contacts: Copper Alloy with Gold Plating
O-Ring: BUNA-N
Temperature:  -40°C to 90°C (-40°F to +194°F)
Protection: IP 67

Approvals: U.S.: UL Recognized
Canada: C-UL Recognized

203
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e Device Net “T" Connector

i ‘\\\\\
% Male to Two Female “T”
# of Wire . 2.9
Poles ANG Rating Part Number
FEMALE WALE
4 18 322\/ MIN-4MFF-T ) )
5 18 300V MIN-SMFF-T
8A FEMALE
Specifications:
Connector: QOil Resistant Yellow PVC
Contacts: Copper Alloy with Gold Plating
Coupling Nuts: Clear Anodized Aluminum
Temperature:  -40°C to + 105°C (-40°F to +221°F)
Wiring:
PinltoPinltoPinl
Pin 2 to Pin 2 to Pin 2
Etc.
Part Number: MINDC-5MFF-T
Specifications:
Connector: QOil Resistant Yellow PVC
Contacts: Copper Alloy with Gold Plating
Coupling Nuts: Clear Anodized Aluminum
Temperature:  -40°C to + 105°C (-40°F to +221°F)
Wiring:
PinltoPinltoPinl
Pin 2 to Pin 2 to Pin 2
Etc.
Part Number: MDCDN-5FYMF
Specifications:
Connector: QOil Resistant Yellow PVC
Contacts: Copper Alloy with Gold Plating
Coupling Nuts: Clear Anodized Aluminum
Temperature:  -40°C to + 105°C (-40°F to +221°F)
Wiring:
PinltoPinltoPinl 1 1
Pin 2 to Pin 2 to Pin 2 , 2 2
Etc. g :
204 S AMAELEE 1
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Device Net MIN to MDC Cables ..~ =

Terminating Plugs & Double Ended Cables e

Terminating Plugs

MIN Part Number MDC Part Number
MIN View MDC Vlew
Male Female Male Female

F)
0 8// %_)
[a)
- é 25" Q
25" Through Hole MINDN-5MP-DP1 | MINDN-5FP-DP1 | MDCDN-5MP-DP1 | MDCDN-5FP-DP1 - Through q>)
B Hole -

Specifications: Wiring:

Body: Oil Resistant Yellow PVC Pin 4 to Pin 5 with 1/4 Watt 121 OHM 1% Resistor
Contacts: Copper Alloy with Gold Plating

Coupling Nut:  Clear Anodized Aluminum

Jumpers: 18 AWG Bare Copper Wire, 41 Strands

Temperature:  -40°C to + 105°C (-40°F to +221°F)

Protection: IP 67

Approvals: U.S.: UL Recognized; Canada: C-UL Recognized

MIN Series to Micro-DC Series Double Ended Cables

MIN—SERIES MDC—SERIES
STRAIGHT STRAIGHT
MALE PLUG FEMALE PLUG
] &
© O )
Male MIN to Female MDC Drop Cable
Face View . Wire AWG Face View
of Male # of Poles Wiring Rating Length Part Number of Female
5 zlttg 21 22 & 24 1M MCDD-5MFP-1M G
@@ 3103 2M MCDD-5MFP-2M ® @
S @ 410 4 300V 5M MCDD-5MFP-5M o 6
3A 10M MCDD-5MFP-10M
5t 5

Right Angle Versions are available, please consult the factory.
MIN Series Specifications: MDC Series Specifications:
Insulator: Oil Resistant Yellow PVC Insulator: Polyamide
Contacts: Copper Alloy with Gold Plating Contacts: Copper Alloy with Gold Plating
Coupling: Clear Anodized Aluminum Coupling: Nickel Plated Brass
Cable: Drop Cable Cable: Drop Cable
Temperature:  -40°C to + 80°C (-40°F to +176°F) Temperature:  -40°C to + 80°C (-40°F to +176°F) 205
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Device Net MDC Cables

)
= Single & Double Ended Cables
Face View # of Wire AWG : . Male - Female
of Male Poles Color Code Rating Length | Female Straight Male Straight Extension
1-Bare (Drain)
5 2-Red (V4) 22&24 | 1M |MDCDD-5FP-IM | MDCDD-5MP-IM | MDCDD-5MFP-1M
- 3:Black (V) 2M | MDCDD-5FP-2M | MDCDD-5MP-2M | MDCDD-5MFP-2M
g S FwhiteCAN H) | 300 5M [MDCDD-5FP-5M | MDCDD-5MP-5M | MDCDD-5MFP-5M
<. Oy - 3A 10M |MDCDD-5FP-10M | MDCDD-5MP-10M | MDCDD-5MFP-10M
5 5-Blue (CAN_L)
(¢)
e Specifications:
- . ; ; STRAIGHT
Body: Oil Resistant Yellow PVC FEMALE PLUG
Insulator: Polyamide }
Contacts: Copper Alloy with Gold Plating Of’ MH]}
Coupling Nut:  Nickel Plated Brass
Cable: Oil Resistant Gray PVC Jacket, L&
0,
Rated at 15OV, 80°C, _ Vot STRAIGHT
22 AWG Tinned Copper Power Pair MALE PLUG
24 AWG Tinned Copper Data Pair oi;' [[[m:[}
Temperature:  -40°C to + 80°C (-40°F to +176°F) ';
Protection: IP 67
1.8
Male Plug to Back Mount Female Receptacle
Face View Wire AWG . Face View
of Male # of Poles Rating Length Female Straight of Female
2 22824 1M MDCDD-5FR-5MP-1M
Lo o 2M MDCDD-5FR-5MP-2M
5 300V 5M MDCDD-5FR-5MP-5M
4 3A 10M MDCDD-5FR-5MP-10M
LENGTH (METERS) YD
Mlgxl_l a;ié‘%’&e 0.32" PANEL CUT-OUT
0.6 ﬂﬂ: I
1.57 i L ST
O-RING= L jaM NUT
206
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Device Net MDC Receptacles

LY
. . W=
Male & Female Receptacles with Leads
FEgs B 70 Color Code Wl Thread Female Straight Male Straight
of Male Poles ANG g g
Standard Receptacles
1-Gray (Drain) —
o 2-Red (V+) 1/2" NPT | MDC-5FR-2-18-DN MDC-5MR-2-18-DN %"
50°%0 o1 5 3-Black (V-) 18 ®
o 4-White (CAN_H) 1/4" NPT | MDC-5FR-4-18-DN MDC-5MR-4-18-DN Q
5-Blue (CAN_L) =
()]
1-Gray (Drain)
o 2-Red (V+) 1/2" NPT | MDC-5FR-2-22-DN MDC-5MR-2-22-DN
k0% o1 5 3-Black (V) 22
o, 4-White (CAN_H) 1/4" NPT | MDC-5FR-4-22-DN MDC-5MR-4-22-DN
5-Blue (CAN_L)
Back Mount Receptacles
1-Gray (Drain)
25 2-Red (V+)
0°0 o1 5 3-Black (V-) 18 NA MDC-5FR-BM-18-DN MDC-5MR-BM-18-DN
o, 4-White (CAN_H)
5-Blue (CAN_L)
1-Gray (Drain)
o 2-Red (V+)
0% ot 5 3-Black (V-) 22 NA MDC-5FR-BM-22-DN MDC-5MR-BM-22-DN
o, 4-\White (CAN_H)
5-Blue (CAN_L)
Standard Receptacles Back Mount Receptacles
MALE BACK MOUNT
1+ 0.59" > | 0.87" . 12" nom,
T oit, Mi2xt 0‘1-0‘ PANEL CUT-OUT 3/47 Dia. O-RIN 107
o7 ¥ i Lo { @ m —
JAM NUT °
{/4“ - 18 NPT
12" Std. 057 0.33”
| H 121&" bt
‘l’ T M12x1 T FEMALE BACK MOUNT
0.54" 0.56" 0.84 12* nom.
0.97"_;_ 1~ H sj-‘- 107
— /2"-14 NPT-

.

MALE RECEPTACLES

FEMALE RECEPTACLES

NOTE: LOCK NUT NOT SHOWN FOR CLARITY.

Specifications: .

Body: Clear Anodized Aluminum O-Ring: BUNA-N

Insulator: Polyamide Temper.ature: -40°C to + 105°C (-40°F to +221°F)
Wire: 18 & 22 AWG 300V, UL Style 1007/1569 ~ Protection: 1P 67 _

Contacts: Copper Alloy with Gold Plating Approvals: - U.S.: UL Recognized

Jam Nut: 1/4” NPT: Steel Zinc Plate Canada: C-UL Recognized

Back Mount; Nickel Plated Brass 201
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9 W Device Net MDC Receptacles

Male & Female Receptacles with Drop Cable

F?,(f:eM\;:ZW # of Poles Color Code Length Thread Female Straight Male Straight
Standard Receptacles with Drop Cable
1-Drain Wire
8 -
30 52 o1 5 g-ggik(v&?) 1M Y2 NpT | MDCDD-5FR-1M MDCDD-5MR-1M
o, 4-White (CAN_H) 2M MDCDD-5FR-2M MDCDD-5MR-2M
5-Blue (CAN_L)
Back Mount Receptacles with Drop Cable
1-Drain Wire
2 -
50 52 o1 5 g.g;ik(v&?) M NA MDCDD-5FR-BM-1M | MDCDD-5MR-BM-1M
o 4-White (CAN_H) 2M MDCDD-5FR-BM-2M | MDCDD-5MR-BM-2M

5-Blue (CAN_L)

Standard Receptacles

Back Mount Receptacles
with Drop Cables

0.84"

x METERS

with DrOp Cables PANEL CUT=0UT Xsf o O-RING — ~ 009"
o =)
T T _ Mi2x] T
0547 0.56” 0.57" 0.32”7
P .
0 97”JL 1 e i 1.0
Male Receptacles
WL /2" 14 NpT— <
0.87" x METERS
6”ftd 127 std. PANEL CUT-OUT 0-RING —= =-0.10"
o
Male Receptacles Female Receptacles 0.57" 0.33"

208

Mencom Corporation

LOCK NUT NOT SHOWN FOR CLARITY.

Female Receptacles

TEL: 770-534-4585  www.mencom.com



Device Net Junction Blocks (No Electronics)

4 Port
41 Hosl—— All PORT Pin Wiring
=29 [74]— 02 (5]
‘ : @
: Q 2.4 [60]
x B 1.4 [36] sy
N Iy 2
i b Al :
I I o
20.2 (651 03 [8]J 502 [55] BARE (DRAIND V(= >
LV o+ CAN_L o
f CAN H
ﬁ?ﬁfﬂ—‘i 11 [29]
Receptacle Cable Plug
0.2 [5] —0.2 [5] —{=—0.2 [5]
1.0 [24] 0 STRAIGHT
PLUG
N o
oan
MIN X ! LENGTH i
$0.2 [95] \—szao.e [95] \—szao.e [95]
Trunk Face View Color Code Wire AWG Length Part Number
Connection of Male Pin Out Rating (Meters)
PIN 1 - (Drain)
® PIN2- (V+)
Receptacle ®-© PIN3- (W) 322\/ NA JDN-450-005-M000
© D) |PIN4- (CAN_H)
PIN 5 - (CAN_L)
PIN 1 - (Drain)
© ® ® PIN2- (V4) 300V 0.3 M JDN-450-005-M003
Plug e O PIN3- (W) 8A 2M JDN-450-005-M020
PIN 4 - (CAN_H) 5M JDN-450-005-M050
PIN 5 - (CAN_L)
1 - Bare (Drain)
2 - Red (V+) 15418 0.3M JDN-450-005-C003
Cable N/A 3 - Black (V-) 300V 2 M JDN-450-005-C020
4 - White (CAN_H) o 5M JDN-450-005-C050
5 - Blue (CAN_L)
Trunk to Port Wiring
Trunk All PORTS
PIN# 1 PIN# 1
PIN # 2 PIN # 2
PIN # 3 PIN # 3
PIN # 4 PIN # 4
PIN # 5 PIN # 5 209
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Device Net Junction Blocks (No Electronics)

6 Port
S1 [128] o
° All PORT Pin Wiring
4.2 [107]
=29 74— |15 (5
3o o
| :":U UU 9 2.4 [60]
O d 5 ] 1.4 [36]
= do - <
: eel)
@® olrlo JT !
% ?0.2 [¢5]J¢O‘8 [¢5]J 0.3 L8] R0.1 [R2] BARE (DRAIND V(=)
=\ + CAN_L
S I CAN H
11 [29]
!
Receptacle Plug
0.2 [5] 0.2 [5]
1.0 [24] STRA
PL
S ]
MIN X ! LENGTH
90.2 [85] 90.2 [85] 90.2 [85]
Trunk Face View Color Code Wire AWG Length Part Number
Connection of Male Pin Out Rating (Meters)
PIN 1 - (Drain)
® PIN2- (V+)
Receptacle © @Y o3 322\/ NA JON-650-005-M000
©_ @)/ |PIN4-(CANH)
PIN 5 - (CAN_L)
PIN 1 - (Drain)
® PIN2- (V+) 0.3M JDN-650-005-M003
Plug © @Y lpns- ) 322\/ M JDN-650-005-M020
© © PIN 4 - (CAN_H) 5M JDN-650-005-M050
PIN 5 - (CAN_L)
1 - Bare (Drain)
2 - Red (V) 15818 1 o3m | JDN-650-005-C003
Cable N/A 3 - Black (V-) 300V 2M JDN-650-005-C020
4 - White (CAN_H) 8A 5M JDN-650-005-C050
5 - Blue (CAN_L)
Trunk to Port Wiring
Trunk All PORTS
PIN # 1 PIN # 1
PIN # 2 PIN # 2
PIN # 3 PIN # 3
PIN# 4 PIN # 4
210 PIN # 5 PIN #5
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Device Net Junction Blocks (No Electronics)

8 Port
61 [154]——— = ; 95
" 05 07— All PORT Pin Wiring
=29 [74]4; . 0.2 [5]
5o —
& Q 2.4 [60:
D D 1.4 [36] -
=\ D
olile]) ~s :
O JT Q
0.3 &1 RO [R2] BARE (DRAIND V(=) 55
Lv + CAN_L o
! CAN H
1.1 [29]
Receptacle Cable Plug
02 [5] =—0.2 [5] —} =02 [5]
1.0 [24] 0 STgﬁ
il
% %E N
MIN X LENGTH ,
?0.2 [85] \—1250.8 [#5] \—1250.2 [#5]
Trunk Face View Color Code Wire AWG Length Part Number
Connection of Male Pin Out Rating (Meters)
PIN 1 - (Drain)
® PIN2- (V4)
Receptacle @OV [pN3- 322\/ NA JON-850-005-M000
© ©)) [PN4-caNH)
PIN 5 - (CAN_L)
PIN 1 - (Drain)
® PIN2- (V+) 0.3 M JDN-850-005-M003
Plug © @Y [pns- w 322\/ 2 M JDN-850-005-M020
© @©J/ |PIN4- (CAN_H) 5M JDN-850-005-M050
PIN 5 - (CAN_L)
1 - Bare (Drain
2 - Red (V4) 15818 1 53m | JDN-850-005-C003
Cable N/A 3 - Black (V-) 200V 2M JDN-850-005-C020
4 - White (CAN_H) oA 5M JDN-850-005-C050
5 - Blue (CAN_L)
Trunk to Port Wiring
Trunk All PORTS
PIN # 1 PIN # 1
PIN # 2 PIN # 2
PIN # 3 PIN # 3
PIN # 4 PIN# 4
PIN#5 PIN#5 211
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Device Net Junction Blocks (No Electronics)

10 Port

All PORT Pin Wiring

~—02 [5]

2.4 T[60]

1.4 [36]

RO.1 [R2]

)
@
=.
)
@
=
)
~—

BARE (DRAIND V(=
11 1291 Vot CAN_L
1 | CAN H
Receptacle Cable Plug
0.2 [51] =—0.2 [5] =—0.2 [5]
1.0 [24] STRAIGHT
PLUG
—— | oo
MIN X LENGTH
$0.2 [#5] \—¢0.e [#5] \—¢0.e [#5]
Trunk Face View Color Code Wire AWG Length Part Number
Connection of Male Pin Out Rating (Meters)
5 PIN 1 - (Drain)
PIN2- (V+)
Receptacle % g PIN3 - (V) 322\/ NA JDN-050-005-M000
PIN 4 - (CAN_H)
PIN 5 - (CAN_L)
PIN 1 - (Drain)
©) PIN2- (V+) 0.3M JDN-050-005-M003
Plug © @Y [pN3- () 322\/ 2 M JDN-050-005-M020
© @)/ |PIN4-(CANH) 5M JDN-050-005-M050
PIN 5 - (CAN_L)
1 - Bare (Drain
2 - Red (V4) 15418 0.3M JDN-050-005-C003
Cable N/A 3 - Black (V-) 300V 2M JDN-050-005-C020
4 - White (CAN_H) 8A 5M JDN-050-005-C050
5 - Blue (CAN_L)
Trunk to Port Wiring
Trunk All PORTS
PIN # 1 PIN # 1
PIN # 2 PIN # 2
PIN # 3 PIN # 3
PIN # 4 PIN # 4
212 PIN# 5 PIN # 5
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Device Net Junction Blocks (No Electronics)

12 Port
— All PORT Pin Wiring

N
' — =02 [5]

BB L
ol

0.3 EBJJ

0.2 [®5JJ®O‘8 [851— 0.2 [®5JJ ROl [R2]

BARE (DRAIND V(=

¢ Ly +
11 [29] CAN H

| !

4
(<)
=
(<B]
i)
>
[<B]
()

Receptacle Cable Plug
0.2 5] l=—0.2 [5] —{{=—0.2 [5]
1.0 [24] 0 STRA
i
% %B 5]
MIN X LENGTH
80,2 [#5] \—1250.8 [#5] \—1250.2 [#5]
Trunk Face View Color Code Wire AWG Length Part Number
Connection of Male Pin Out Rating (Meters)
5 PIN 1 - (Drain)
@ e PIN2- (V4)
Receptacle o o) |PNe-w 322\/ NA JDN-250-005-M000
PIN 4 - (CAN_H)
PIN 5 - (CAN_L)
PIN 1 - (Drain)
® © ® PIN2- (V4) 300V 0.3M JDN-250-005-M003
Plug PIN3- (V) 8A 2M JDN-250-005-M020
© D/ [piNa-cANH) 5M JDN-250-005-M050
PIN 5 - (CAN_L)
1 - Bare (Drain)
2 - Red (V) 15818 1 o3m | JDN-250-005-C003
Cable N/A 3 - Black (V-) 300V 2M JDN-250-005-C020
4 - White (CAN_H) 8A 5M JDN-250-005-C050
5 - Blue (CAN_L)
Trunk to Port Wiring
Trunk All PORTS
PIN#1 PIN# 1
PIN # 2 PIN # 2
PIN # 3 PIN # 3
PIN # 4 PIN # 4
PIN # 5 PIN # 5 213
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Notes

Mencom Corporation
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